


¥  BE Performance

x®2. SATRI\—D#mHME Table 2. Mechanical properties of copper bus bars

2B E30LLIF|  195LLE

2to 30 incl. 195 or more

35k | 2BLE15TF

350rmore| 2to 15incl.

EED0.51F
Half the thickness

2L E30F - 25l F 2B LE1BLLTF . | BED1E
1/4H 2to 30 incl. 215~2756 250rmore| 2to 15 incl. 180 Onehmememlcnkness
2L E20F - 158 E |28 E1BTF o | BED1.518
1/2H 2to 20 incl. 245~315 35 ormore| 2to 15 incl. 90 1.5timesthemickn§ss
H 2B ET10BF| 2758k ; ]
2to 10incl. 275 or more

#*3. EEZE Table 3. Electric conductivity

100LA_E 100 or more
98I Lk 98 ormore
98LI L 98 ormore

97l E 970rmore

x4, TEDHFBE Table 4. Dimensional tolerances B{:mm unit: mm

+0.08 — +0.8 —
+0.10 —

+0.12 +£0.13

+0.15 +0.18 £1.0 1%
+0.20 +0.23

£1.2% +1.3%

HE 1 58% (1) XE (-) EIFICEET BE(F. LELHED2ETT,
2 REHENDTEDFEERVBICBULVLWHBREZHALEDEZ S FRIEHRE L TTHERICTHUTEDE T,
SHODHFBEIFRI2MICDEIEMMUTELFT,

Remarks:

1. When plus or minus only dimensional tolerances are specified, tolerances are double the above numerical values.

2. Dimensional tolerances other than specified or still more stringent tolerances than specified are available on request.

3. Bend tolerances shall be 3.5 mm or less per 2 m in length.

R5. HEHOFEEZE Table 5. Chamfer radius  Bi{i:mm unit:mm

TZ)\—DOEEDFEIE. #90.8mmIL TORH X IFFSHEFE
DZERIFEODELFET, 12120, BEDDDBEIFER-BICLD
2L EBLLF 2to 5 incl. #90.8 about 0.8 CHEHRDZTEVNET,

The chamfer radius of bus bar shall be about 0.8 mm or less round or
5%#8Z 8L over5 to8incl. | #1.2 about 1.2 flat face. However, if specified, bus bar shall be chamfered in

= compliance with Table 5.
8%&iBX S0LLT over8to30incl. | £91.6 about 1.6
BZ . 1.INUAOEIRD¥EZCHLEDZEIE. CHERICRUTBDET,

Remarks 1. Chamfer radius other than specified is available on request.




