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x8. AEDOHEMAME Table 8. Mechanical properties of copper round rods

5 |3R5H 8% Tensile test

B HEEES) g 7l Z(mm) :
Type (alloy No.) Temper grade Diameter 55K N/mm2 U (%)
Tensile strength Elongation
97!:"?5‘%1? F SHERICER - 6Lt Applied for forgings: 6 or more | 19514 _E 195 or more| 25 _E 25 or more
Tough prich mppezg‘ﬂdgg)s 0 B E7BLLT 6to 75 incl. 1954 _E 195 or more |30 _E 30 or more
B E25LLF 61to 25 incl. 24581k 245 ormore | 15 _E 15 or more
R SR
Oxygen-free copp?r round rod)s 1/2H 25%ZHBAB0LL over25to 50 incl.  |225L1_F 225 ormore| 20LA_E 20 or more
@1026
50%#8X75LLF over50to 75incl. | 21550 E 2150rmore |25L_E 25 or more
R R SR A
Deoxidized copper round rods BLLE2BLLT 6to25incl. 275Uk 275 ormore B—
(C1201) (C1220) | H _
25%BZ50LIT over25to50incl. | 2451 _E 245 ormore —

£9. {EDEER Table 9. Electric conductivity of copper round rods

& $8(5&&ES) Type (designation) B Rl Temper grade BERWIACS (20T) Electric conductivity (20°C)
&7 F 8% Tough pitch copper round rods F 100LL_E 100 or more
(C1100) 0 100LLE 100 or more
MELRIF#E Oxygen-free copper round rods 1/2H 98t 98 or more
(C1020) H 97Uk 97 or more

x&10. RMHFBZE Table 10:Diameter Tolerances  E{ii:mm unit:mm

=2 FEE
Diameter Tolerances | fig= : 1 3FEER (+) XF (-) EIFITIEET DHA. ELH
BLLF 6 or less +0.04 BO2ETT .
- Ly 2Tl I=Pa
6%%2 1 OL\/{—I;— over 6 to 10 incl. +0.04 2?(LEE:QLL_JL/\EH:&\%%L%E@%E(;\%B”{iﬁtbt\
= CHERICIUTHEDFRT,
107Z#8A 20LLT over 10 to 20 incl. +0.06 Remarks:1. When plus or minus only diameter tolerances are
207z#8A 35LLF over 20 to 35 incl +0.08 specified, tolerances are double the numerical values
: — on the left.

357Z#8AZ BOLLT over 35 to 50 incl. +0.10 2. Diameter tolerances other than specified or still more

50582 25D over 50 +0.3% stringent tolerances than specified are available on

S request.

REOFEEF. +15,-0mmICFDET,

BAEDHEREF BOFAED /2 TITIEDFE T,

The tolerances of length shall be +15, -0 mm.

The tolerances of roundness shall be 1/2 or less the tolerances of diameter.

xK11. HMDODORAE Table 11. Maximum bend

JISTIF. OMIFEASN . I, 8L L0 i

IMU T 2RICHE2

IMEZ2mME T Im(CffE2 EA0

e Z5mELT(E. 2mITfFED Bend T 50 (BAfB) Bond (Max)

In JIS, 0-material is outside of the scope.
Diameter shall be 8 to 50 incl.

In the case of 1 m or less, 2 per total length.
In the case of over 1 mto 2 mincl., 2 per 1 m.
In the case of over 2 mto 5 mincl., 5 per 2 m.
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